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Eldon, wall mounting ICT-Racks

The ElBox® (wall mounting) patch will offer the user a wide range of varieties with an outstanding flexibility to generate the required solution for any type of circumstance.

Wall Mounting boxes

· The ElBox®  is a wall mounting or standing box available in both a knock-down or flat-pack version and/or assembled as of factory 

· Available with fixed or removable side panels 

· Standard supplied including glass door or steel door

· Cable gland openings in top or bottom and rear side

· Design openings for a natural ventilation positioned in the sides

· Available as a one body part or sectional body with hinged wall mounting part

· Dimensions ranging from 6 U up to 21 U in depths of 320 mm, 400mm, 500 mm and 600 mm

Technical information ElBox®  wall mounting boxes

· The frame is manufactured using 1,25 mm mild precision sheet steel, 

· The manufacturing concept gives the frame a high rigidity and makes the enclosure particularly strong with a great resistance to warping.

· The required rigidity is assured by an ingenious concept maintaining the inside space but also guaranteeing a maximum supported weight of 60 kg.

· The frame is perforated with square (9.5 x 9.5 mm) holes, alternated with a pitch of 25 mm allowing fast time saving installation of 19 inch profiles on which the accessories are mounted.

· 19 Inch profiles are fully adjustable in depth.

· Gland openings are situated in top or bottom up on you own choosing. Also the rear is equipped with a similar gland opening which can be utilized either in top or bottom.

· Two quick snap hinges allow the door to be opened to 130º and make it possible to remove it in a “snap” second for full entry from the front.

· The door can be hinged both left and right hand, and also secures the side panels in place as an extra safety precaution. As a standard the door is fitted key lock with key number 333.

· Side panels are removable, can be secured in place by a screw fixing or by the door.

· Supplied as a flat-pack the boxes take a very limited amount of space and only require less than 15 minutes of mounting, 600 mm deep versions are supplied as a fully assembled product. 

· Since the gland openings in top/bottom and rear are similar, the accessories will fit to all.

· AII parts are pre-treated with iron phosphate and demineralised. After that protected with a powder paint RAL 7035 with a smooth finish.

· Environmental protections are measured according to the lEC 60529, EN60529 & EN 50298, NEMA250, UL50/508 standards.
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