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Eldon Multi-Mount® Stainless Steel Wall Mounting enclosures.

· The stainless steel boxes are manufactured using the same cruciform construction and productive concepts of the mild steel range but without cable entry plate and fixing holes. Centre points on the outside indicate drilling positions.

· Enclosures bodies are manufactured out of 1.4 mm and doors out of 1.9 mm pre-grained AISI 304 stainless steel (AISI 316 on request) with M8 earth connection on the body and the door.

· The door is secured to the base by means of two hinges and its angle of opening is at least 130°.

· Possibility for integrated sloping and overhanging roof is one of the standard options specially design for harsh environments.

· Standard components are also in stainless steel including the hinge parts.

· Mounting plate is manufactured from sendzimir zinc-plated sheet steel 2.0 mm,(2.5mm on the ADR) with folded edges.

· The chrome plated 3 mm DIN–lock with and 90-degree movement can be interchanged with other inserts. The single doors are closed by one, two or three point locking system, the double doors by means of three point espagnolet system.

· The enclosure has external a pre-grained finish, which gives the product an aesthetically and highly professional appearance.

· Finish of the outer door and body 240s pre grained (average 0.5 microns), which makes it highly suitable for the food industries (HACCP).

· The cabinets have the UL 508 approval and also comply with the CSA C22.2 certification mark. 

· The cabinet offers maximum protection to the user and equipment by a protection degree IP66-IK10 as per lEC 60529 and NBN G20-001(IP55-IK10 for enclosures with double door and enclosures with glazed door). Complying with NEMA 4X, 12 and 13.
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