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ELDON is proud to have been providing solutions for 

protecting all kinds of electrical, electronic and data & tel-

ecommunications products since 1922, and with an eye 

to the future, remains committed to supplying innovative 

products for many years to come.

With over 80 years of proven experience, our Engineers 

remain dedicated to working closely with our customers 

to develop a comprehensive range of standard enclosures 

and accessories, that are not only user friendly but meet 

all the current international standards.

Manufacturing is spread across four plants and four countries: Holland; Roma-

nia; Spain and the United Kingdom.  We also have 8 European sales offices and 

a network of agents throughout the rest of the world, to provide you with the best 

possible Global Partnership. 

From our humble beginnings in Nassjo (Sweden) in 1922, Eldon has certainly 

developed into a significant provider of enclosures, however our ideology hasn’t 

changed.  Today’s management team believes in the same fundamental principles: 

design, quality and customer satisfaction.  

We are committed to a continuous improvement plan, and invest in new technol-

ogy wherever it is appropriate.  Although automation is an important part of our 

strategic plans, any potential project undergoes a strict evaluation before starting 

because we believe in controlled growth and the need to allow time for our internal 

processes to keep pace with our expansion.  We also never compromise quality for 

the sake of efficiency or profit because our reputation remains our most important 

asset. All our production facilities are ISO-9001:2000 certified and independently 

audited.

Although Eldon remains a privately owned company, we are innovative and are 

a very modern Company with ambitious plans for the future. Thus, Welcome to the 

New Eldon, a company easy to do business with!
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Holland
Located in the Friesland Province in the North of Holland, Drachten is the centre 

of excellence for manufacturing the complete range of our well-proven mild steel 

floor standing enclosure Multi-Flex®. Opened in 1970, Drachten was the first fac-

tory to be built outside of Sweden.  Regular expansion over the years and ongoing 

investments into the latest technology means that the fully automated production 

process is producing an ever-increasing number of enclosures every day.  

England
Opened in 1985 in Rotherham, the home of Stainless Steel, production is entirely 

devoted to of course, Stainless Steel. Using local materials and local skills built up 

from generations of people working with this complex material, our Rotherham 

facility uses the latest 3D CAD CAM technology to produce one of the largest range 

of standard sized enclosures in the market.  Small teams working in dedicated cells 

means that production is flexible and reactive.  
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Spain
Located in the South of Spain, in Andalusia, Martos is a small but busy industrial 

town surrounded by olive groves.  The factory was originally built by HIMO S.A. in the 

late 70’s to manufacture enclosures, and was acquired by Eldon in 1990.  Manufacture of 

the Multi-Mount® range of mild steel enclosures is completely automated, which means 

the enclosures are punched, bent, welded and painted, without the need for any human 

intervention.  Every Multi-Mount® enclosure is uniquely painted inside and out using a 

structured powder coating, to ensure the maximum protection against corrosion.

Romania
One of the largest recent investments has been to build an entirely new factory 

on a green field site during 2006-7. Situated in the heart of Transylvania, Eldon 

was the first company to move onto a new Industrial Estate in the town of Prejmer.  

Romania will continue to grow and add further capacity to allow the Group to keep 

pace with the current rising demand for enclosures.

ELDON CORPORATE
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Eldon Quality 
The word quality at Eldon doesn’t just mean a quality product, it stands for a lot more.

For the Eldon Group quality represents a benchmark for the type of company we 

are, and what we want to be in the future. We believe that continually striving to im-

prove ourselves is not just about delivering a quality product; it’s more about adopting 

a philosophy whereby quality becomes the point of reference.

Covering all departments, not just production, our attitude to quality is about push-

ing the boundaries of our quality systems (all our productions plants are ISO9001 

accredited).

Thinking quality does not need to mean additional administration or making produc-

tion less efficient, it is about how we can add value to our products, our service, and 

ultimately our customers.  

We freely make information, including drawings and specifications available on our 

products, and provide our customers with a variety of software tools to help them with 

the design and specification of their projects.

Although most manufacturers believe in quality, at Eldon we embrace quality as our 

mantra, and use quality as a tool to move forward with.

Eldon: Proud of our heritage and serious about our products, a perfectly modern 

company that’s “easy to do business with”.
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Floor Standing Multi-Flex accessories

Floor standing enclosures Visit our website at www.eldoncs.in

CLPK, Click-in profile 
 

Description: Universal profile for both depth and width fitting on the 
25 mm DIN hole pattern of the enclosure frame or in combination 
with the VB profiles. The 75 mm wide profile is equipped with three 
rows of holes of which one is turned 90 degrees. This makes it 
possible to mount the CLPF profiles in both directions. The CLPK 
can be secured by the use of self tapping screws.
Material: 1.5 mm zinc plated steel.
Pack. quantity: 4 profiles

Add CLPF profiles for almost unlimited mounting options.

For enclosure
W/D Part No.
400 CLPK400
500 CLPK500
600 CLPK600
800 CLPK800

1000 CLPK1000
1200 CLPK1200

CNM, Cage nuts 
 

Description: Cage nuts M 6 designed for universal use on the 
enclosure frame profiles and the profile system.
Pack. quantity: 50 pieces

 

Thread Description Part No.

M6 for 1,6 mm CNM615
M8 for 1,6 mm CNM815

CNT, Extrudetite screws 
 

Description: Torx extrudetite screws for fitting accessories, click in 
profiles, earthing etc.
Pack. quantity: 250 pieces

Thread Part No.

M5 CNT05
M6 CNT06

CLPF, Mounting profile 
 

Description: The CLPF profile system is a 40 mm wide and 25 mm 
high profile, which can be mounted in all directions in the enclosure 
frame. It can also be used in combination with the CLPK and the VB 
profiles. By turning the profile it can be used as a standard CP20/40 
profile in combination with GLM 40/6 sliding nut, to mount installation 
material which needs adjusting in depth. The profiles, when mounted 
onto the enclosure frame are flush with the enclosure profiles. Two 
rows of hole patterns for cage nut fixing and self tapping screws are 
provided. For 90 mm wide profiles two profiles can be mounted next 
to each other.
Material: Zinc plated steel.
Pack. quantity: 4 profiles including fixing material.

 

For enclosure
H/W W/D Part No.
400 400 CLPF400
600 600 CLPF600
800 800 CLPF800

1000 1000 CLPF1000
1800 CLPF1800
2000 CLPF2000
2200 CLPF2200

CNS, Screws for clip-on cage nuts 
 

Description: Socket head screws M6x12 for clip-on cage nuts.
Pack. quantity: 250 pieces

 

Thread Part No.

M6 CNS612
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 Floor Standing Multi-Flex accessories
CCE, External baying brackets 
 

Description: Brackets mounted on the outside hole pattern of the 
frame ensuring a strong and 3 dimensional alignment of the bayed 
enclosures with "auto spacer" function. This method of baying 
enclosures has also the advantage of realising a direct earthing 
connection between the enclosure frames.
Material: 3 mm zinc plated steel.
Pack. quantity: 6 brackets with mounting material.

 

Part No.

CCE06

CCI, Internal baying brackets 
 

Description: Brackets provide a rigid reinforcement of the enclosure 
assembly. Automatic spacing between the enclosures is assured.
Material: 3 mm zinc plated steel.
Pack. quantity: 6 brackets with mounting material.

 

Part No.

CCI06

CCM, Internal corner baying kit 
 

Description: For extra support when bayed enclosures are fully 
equipped and require lifting. Can be used together with SPD 
separation plates.
Material: 3 mm zinc plated steel.
Pack. quantity: 4 brackets with mounting material.

Part No.

CCM04

LC, Lifting device 
 

Description: For optimal weight distribution when lifting bayed 
enclosures. To be used in combination with CCM bracket.
Material: 5 mm zinc plated steel.
Pack. quantity: 4 pieces with mounting material.

 

Part No.

LC12

LE, Lifting eye bolts 
 

Description: M12 thread. Mounts directly to the  frame corner 
pieces of the enclosure. Complies with DIN 580 lifting requirements.
Maximum load: 3400N per lifting eye with max angle of  45º. Please 
follow Eldon lifting instructions.
Pack. quantity: 2 pieces

 

Description Part No.

Lifting eye zinc plated LE9301

IND_GralCatalogue_082008.book  Page 25  Wednesday, August 27, 2008  9:12 AM



26

Floor standing accessories, Lighting

General accessories Visit our website at www.eldoncs.in

LSC, Swing handle lock cover 
 

Description: Swinghandle for LSSI range inserts. Also available with 
extra padlock facility (LSC503)
Pack. quantity: 1 swinghandle

Add LSSI inserts for complete lock.

Part No.

LSC501
LSC503

LSSI, Profile half cylinder locks 
 

Description: Profile half cylinder inserts.To be used in the 
swinghandles LSC401 / LSC501. Also fits the doors for the ElRack 
range with swing handle: EDPA, EDGA, EDVA and all outlaying 
doors.
Pack. quantity: 1 piece

*   Other key numbers available on request.

Description Part No.

Profile half cylinder Ronis key C2123 LSSI521
DIN 3mm LSSI528
Push button with round cylinder, key NºC2233. LSSI532
Push button only LSSI536

LTL, Enclosure light 
 

Description: Fluorescent lamp equipped with switch electronic 
starter integrated socket and a protection cap. A male GST 18/3 
connector is provided for connection to the power on one side and 
by a pass-through circuit to a female connector allows a further 
connection on the other side. An additional connector ST 17/2 
allows the activation of the lamp by a doorswitch.
Power: Standard socket:120/230 V/ 50/60Hz / 16A Schuko. Other 
country specific sockets available on request.
Pack. quantity: 1 piece with tube and fixing devices.

H W D Watt Volt 
VAC

Frequency Part No.

38 400 97 14W 230 50 Hz LTL1425
630 97 18W 230 50 Hz LTL1825

COF, Female connectors 
 

Pack. quantity: Pack of 5 female GST 18/3 connectors.

 

Part No.

COF05
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Thermal management
EF, High flow Filter fan 
 

Description: Eldon filter fans and exhaust filters are installed with a 
time saving "click and fit" system, no screws needed. The front cover 
can be opened for quick and easy filter replacement and service. The 
airflow direction and the connection position can easily be changed.  
All models are UL approved.
Material: Sprayed thermoplastic, UL94 V0 self extinguishing.
Pack. quantity: 1 fan with filter and cutting template.

230 V, 50/60 HZ

Other voltages available on request

IP Cut out dim. Air flow 
m³/h

Filter Power/
W

Part No.

54 92 x 92 25 16 12 EF100R5
125 x 125 61 44 19 EF200R5
177 x 177 110 82 19 EF220R5
223 x 223 156 116 19 EF250R5

256 231 45 EF300R5
291 x 291 480 370 115 EF500R5

640 445 115 EF600R5
845 560 169 EF700R5

EFA, Exhaust filter 
 

Description: For mounting in accordance with VDE0113 (EN 
60204). UL approved.
Pack. quantity: 1 filter with housing and cutting template.

 

IP Cut out dim. Part No.

54 92 x 92 EFA100R5
125 x 125 EFA200R5
177 x 177 EFA220R5
223 x 223 EFA250-300R5
291 x 291 EFA500-700R5

ETR200, Thermostat 
 

Description: Change-over contact for regulating heaters, cooling 
equipment, filter fans or signal devices.
Clip for 35 mm DIN rail (EN 50022).
Setting range: 5ºC - 60ºC
Connections: 4 x 2.5 mm V> 2
Hysteresis: 0.5 K.
Switch capacity: NC: AC 250V: 10 A (resistive load)  AC 250V: 4 A 
(inductive load). NO: AC 250V: 5 A (resistive load) AC  250V: 2 A 
(inductive load). Switch temp, difference: 4K (± 1.5K).  100.000 
cycles.
Connection: 4-pole terminal for 2.5 mm².
Approvals: CE
Material: Plastic UL94 V0, light grey
Protection: IP20

Electronic

 

H W D Volt VAC Part No.

67 50 37 250 ETR200

ETF, Hygrostat 
 

Description: Change -over contact for regulating heaters, the dew 
point is raised when a critical relative humidity of 65% is exceeded. 
Clip for 35 mm DIN rail (EN 50022). Ambient temperature : 0ºC-
60ºC. Setting range: 35-95% rH (ETF200 fixed at 65%).
Switch capacity: Minimum: AC/DC 20V 100 mA. Maximum: NO: 
AC 230V: 5 A (resistive load). Switch difference: 4% RH (± 3% 
tolerance) at 50% RH. Service life > 50.000 cycles.
Connection: 3-pole terminal for 2.5 mm².
Material: plastic according to UL94 V-0, light  grey

Mechanical

 

H W D Usage Part No.

67 50 38 35-95% ETF2000
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Notes

Floor standing enclosures Visit our website at www.eldoncs.in
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New catalogue, new website! 

Better, Faster, Easier
More information, 

easier to fi nd, 
quicker to download! 

Find all the information and drawings you need. 
Keep up to date with the latest news and developments. 

You can also subscribe to our newsletter. 
Send us your requests.  
 Visit our eCatalogue. 

Apply for a job. 
And more!

Send us your requests.  
 Visit our eCatalogue. 

Apply for a job. 
And more!
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ELDON CS Pvt. Limited
A1/285/1, GIDC, Umbergaon
Dist-Valsad, Gujarat
Pin: 396171 INDIA
Tel/fax (Works) +91-260-2562714
Tel: (Sales) +91-92 127 472 39
Email: sales@eldoncs.in
Website: www.eldoncs.in
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